
1

2

3

3

4

5

6

7

7

8

 www.philex.com

Weatherproof Boxes 
Small/Medium/Large
17004PI/17007PI/17008PI User Guide

Main Features
1.	Box
2.	Lid
3.	Side buttons
4.	Channel
5.	Channel tongue
6.	Channel grippers
7.	 Holes for cable ties
8.	Extension block (not supplied)

Box Contents
1x Box, 1x Lid

17007PI Small Weatherproof Box
Width: 298mm, Height: 115mm, Depth: 155mm
With 1 Input and 1 Output
Ideal for a single socket extension lead and the  
13A Plugs/PSUs plugged into it.

17004PI Medium Weatherproof Box
Width: 359mm, Height: 137mm, Depth: 252mm
With 1 Input and 4 Outputs
Ideal for a 4 socket extension lead and the 13A 
Plugs/PSUs plugged into it.

17008PI Large Weatherproof Box
Width: 417mm, Height: 157mm, Depth: 342mm
With 1 Input and 6 Outputs
Ideal for a 6 socket extension lead and the 13A 
Plugs/PSUs plugged into it.

Technical Support
For any queries advice or additional  

information, please visit our technical  
website at: www.philex.com/support



Introduction
SLx weatherproof boxes are designed to provide 
a dry environment for electrical connections that 
would not normally be safe to make outdoors. It 
is therefore important that you take the time to 
understand how to use this product safely.

The SLx weatherproof boxes are not designed to 
be installed outside permanently, but can be used 
safely for a period of several hours or even days at 
a time provided all of the safety notes are followed.

1. Placement
Place the weatherproof box in a position where;
•	It will not cause obstruction or create a  
	 trip hazard.
•	It will not be damaged by falling masonry,  
	 timber etc.
•	It will not be exposed to direct jets of water at  
	 high pressure.
•	It will not be overturned.

2. Opening the box
Press both side buttons 3  simultaneously and lift 
off the lid 2 .

3. Making Connections
Place the extension socket you are using as your 
power supply into the box and run the cable out 
through one of the cable channels. You can then 
connect up to 1, 4 or 6 power lines (depending 
which size box you are using) to the extension 
block in the box via the remaining channels. Take 
care to lay the cables on top of the outer flexible 
tongues 5  so that they stick out under the cable 
and though the cable grippers 6 .

Note that these tongues help to seal the box when 
the lid is locked back on.

Avoid bending any of the cables in tight circles to 
fit them into the box as this can damage the cables 
and lead to short circuits and fires.

Check that all of the wires are held firmly by their 
cable grippers and over the tongues before closing 
the box. Press down firmly on the lid evenly and 
ensure that both the side buttons spring out to lock 
the lid closed.

Now connect the ‘power supply’ extension socket 
to power via an RCD breaker unit. If the mains 
circuit you are using is protected by an RCD at the 
consumer unit an additional RCD should not be 
necessary.

4. Locking the Box
If the box is to be left unattended for any period 
of time where there might be a possibility that it 
will be opened by children or other unauthorised 
users, it should be locked shut using cable ties 
(not supplied) looped through the holes 7  in the 
sides of the lid and box. Consider all hazards in the 
working area relative to the people and animals 
that share the space.

5. Conditions of Use (Dos and Don’ts)
5a. Don’ts
•	Do not submerge the box in water or fluid.
•	Do not bury the box.
•	Do not place more than one cable in each  
	 channel.
•	Do not exceed the maximum power consumption  
	 of the extension socket block/supply cable  
	 installed in the box.
•	Do not install mains adaptors inside the box as  
	 there is no ventilation and no means to dissipate  
	 the heat from them. The heat will build up and  
	 may damage both the adaptor and the box.  
	 *See Christmas lights.
•	Do not use the box if it becomes wet inside.
•	Disconnect the power and dry the box and  
	 contents before continuing use.
•	Do not handle electrical connections with  
	 wet hands.
•	Do not stack heavy weights on top of the box.
•	Do not store in direct sunlight.
•	Do not store in freezing conditions.
•	Not certified for use in explosive environments.

*Christmas lights – The box may be used for mains 
adaptors provided the weather is very cool and the 
heat output from the mains adaptor(s) is very low. 
For example, for Christmas lights where ambient 
temperatures are not expected to exceed 10ºC or 
where the adaptors don’t generate much heat. 
However, if you decide to do this it is essential that 
you check the box periodically to make sure that 
the operating temperature is still acceptable. If the 
mains adaptors are any more than just warm to the 
touch you should disconnect power immediately.

5b. Dos
•	Disconnect the power to the extension socket  
	 block in the box before making connections,  
	 especially in wet conditions.
•	Always connect to power via an RCD or RCD  
	 protected circuit when using power tools,  
	 especially outdoors or where moisture is present.
•	Only use the weatherproof box the right way up  
	 (with SLx logo uppermost). The water resistance  
	 is reduced when inverted.

6. Storage and Care
The SLx weatherproof box is made from high 
quality polypropylene, giving it excellent resistance 
to sunlight, light impacts, abrasion and other 
everyday hazards. However, to extend the life 
of your box store out of direct sunlight and in 
conditions above freezing. Do not store heavy items 
on top of the box as this may deform the seals of 
the box over time reducing its water resistance.

7. Specifications
Weatherproof rating: IP56
Temperature range for use: -35ºC ~ +60ºC
Max voltage: 250V, 13A

Manufacturer: Philex Electronic Limited,  
Kingfisher Wharf, London Road,  
Bedford, MK42 0NX, United Kingdom

EU Distributor: Philex Electronic Ireland Ltd.,  
Robwyn House, Corrintra, Castleblayney,  
Co. Monaghan, A75 YX76, Ireland.
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