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Part Number:
27616F

125m RG6 Twin Coaxial Cable
With aluminum foil screening, black

Labgear’s RG6 Twin Coaxial Cable 125m in black is the  
definitive choice for a reliable, dual-conductor satellite  
connection, offering superior performance over  
extended distances.

Features
•	Low-loss 75 Ohm cable with a 1mm CCS conductor.
•	Dual 64 x 0.12mm CCS braiding and aluminium foil screening for  
	 maximum protection.
•	Aluminium foil screening ensures 100% coverage.
•	Class Eca PVC diameter 6.4mm outer sheath provides robust protection.
•	125m drum, ideal for mid-range installations.
•	Black colour and metre marking ensure a professional, precise setup.

Product Specifications

Cable Type RG6 Shotgun

Conductor Type Solid CCS

Conductor Diameter 2 x 1mm

Insulation Foamed PE

Insulation Dia. 6.50±0.10mm

Foil Screening AI foil 100%

Braid Screening CCA 45% cover

Braid Screening Dia. 64 x 0.12mm

Outer Sheath PVC

Outer Sheath Dia. 6.50±0.10mm

Average Thickness 0.75±0.10mm

Conductor Resistance Max. 25 Ω/kft at 20°C

Dielectric Strength Min. AC2.0 KV

Impedance 75Ω

Standard EN50575:2014

Maximum Signal Attenuation

200MHz 10.8dB/100m

460MHz 16.4dB/100m

1000MHz 23.5dB/100m

1750MHz 32.0dB/100m

2150MHz 44.8dB/100m

Operating Temperature -20°C – 80°C

Product Information

Part Number 27616F

EAN 5050171055823

Units per Pack 1

Packaging Size 33.5 x 17.5 x 33.5cm

Finished Packaging Weight 9100g

Outer Box Qty 2

Outer Size 36 x 37 x 36cm

Outer Gross Weight 18.715kg

Outer Net Weight 18.145kg


