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Part Number:
FJU402

2 Way UHF Compact Splitter
Suitable for distributing TV signals to multiple devices

Optimise your UHF signal distribution with Labgear’s 2  
Way UHF Compact Splitter. This splitter ensures minimal  
insertion loss and bi-directional DC pass, making it a  
reliable choice for maintaining signal quality across  
multiple devices.

Features
•	UHF 2-way splitter with power pass on both ports for flexible connectivity.
•	All ports feature 75Ohm F connectors for secure and high-quality connections.
•	Grounding terminal provides additional safety and signal stability.
•	Zinc die-cast housing with a bright finish ensures durability and  
	 signal protection.
•	2 fixing screws included for secure and easy installation.
•	Power pass on both ports enables the supply of power to connected devices.
•	Minimal insertion loss ensures signal quality is maintained.
•	Digi by-pass compatible for seamless integration into your existing setup.

Product Specifications

Number of Inputs 1

Number of Outputs 2

Connector Type 75R F type

Frequency Range 5-1000MHz

Splitter Type UHF frequency

Usage TV signal distribution

Insertion Loss

5-40MHz 40-470MHz 470-860MHz 860-1000MHz

<3.5dB <3.7dB <3.8dB <4dB

Isolation Loss

5-40MHz 40-470MHz 470-860MHz 860-1000MHz

<25dB <30dB <27dB <25dB

Return Loss

5-40MHz 40-470MHz 470-860MHz 860-1000MHz

<22dB <22dB <20dB <18dB

Housing Material Zinc die cast

Power Pass All ports

Terminals Ground terminals

Product Information

Part Number FJU402

EAN 5050171044872

Units per Pack 1

Packaging Size 5.5 x 3 x 6cm

Finished Packaging Weight 66g

Outer Box Qty 200

Outer Size 33.5 x 29 x 32.5cm

Outer Gross Weight 14.43kg

Outer Net Weight 13.89kg


