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Part Number:
LDL212R

12 Way Signal Amplifier with DigiLink
With IR bypass, designed for large-scale signal distribution

The Labgear LDL212R is a comprehensive  
12-way TV and radio signal amplifier with  
IR bypass, designed to distribute signals  
efficiently while allowing IR control. It’s  
ideal for complex installations where signal  
integrity and remote-control functionality  
are paramount.

Features
•	2-in, 12-out mains powered DigiLink amp for extensive distribution capabilities.
•	Dual input amps for VHF (87-230MHz) and UHF (470-790MHz) ensure  
	 dedicated signal processing.
•	9V DC on every output to power DigiLink Eye, providing IR control for each 
connected device.
•	F-type connections and LED power indication for a secure and easily  
	 monitored setup.
•	Compliant with the Radio Equipment Directive 2014/53/EU* and meets  
	 EN 303 354 standards for product Type D, Class 3.

Product Specifications

Amplifier Type D

Number of Inputs 2

Number of Outputs 12

Connectors F-type

Suitable For FM/DAB/TV Ch 21-48 Freeview™

Frequency Range VHF 87-230MHz,  
UHF 470-694MHz

Gain per Port 8dB

Noise Figure Typ. <4dB

Isolation Between Outlets 22dB

Max. Output Level 84dBμv

IR Bypass 5-30MHz + 3dB

Return Path Range 5-30MHz

Return Path Gain 6dB

Power for DigiLink Eyes 9V𝌂15mA, short circuit 
protected

Power Requirement 220-240V~50/60Hz <3W

Product Information

Part Number LDL212R

EAN 5050171077450

Units per Pack 1

Packaging Size 38 x 6 x 12.5cm

Finished Packaging Weight 869g

Outer Box Qty 10

Outer Size 32.5 x 40 x 27cm

Outer Gross Weight 9.15kg

Outer Net Weight 8.69kg


