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Part Number:
LMD3740P

Masthead Combiner Switch
With A/B 37/40 power pass for satellite/cable

Labgear’s LMD3740P Masthead Combiner  
is a sophisticated solution for combining  
signals from two different TV aerials.  
Equipped with switchable power-pass on  
both legs and a weatherproof casing, it’s  
designed to merge low band UHF signals  
with high band UHF signals efficiently.

Features
•	Group A/B combiner or diplexer with switchable power-pass on both legs.
•	Combines input A: 5-605MHz and input B: 623-790MHz for a broad spectrum  
	 of signals.
•	Ideal for combining VHF low band UHF signals from one aerial with high  
	 band UHF signals from another.
•	Weatherproof casing with heavy-duty cable ties for secure mast or  
	 wall mounting.
•	Low pass VHF and Ch 21-37 loss at 1dB typ. ensures minimal signal loss.
•	High band-pass Ch 40-50 loss at 3dB typ. for effective signal transmission.
•	Out-of-band above 702MHz loss at 45dB typ. for signal integrity.
•	Switchable power pass on both legs allows for powering a masthead  
	 amplifier if needed.

Product Specifications

Number of Inputs 2

Number of Outputs 1

Power Pass Switchable on both legs

Low Pass VHF + Ch 21-37

Low Pass Typical Loss 1dB

High Band-Pass Ch 40-50

Typical Loss High Band-Pass 3dB

Out-of-Band Above 702MHz

Typical Loss Out-of-Band 45dB

Product Information

Part Number LMD3740P

EAN 5050171082379

Units per Pack 1

Packaging Size 14.5 x 6 x 10cm

Finished Packaging Weight 292g

Outer Box Qty 20

Outer Size 32 x 31 x 22cm

Outer Gross Weight 6.245kg

Outer Net Weight 5.84kg


