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Part Number:
WBOS4F

4 Way Outdoor Coaxial Cable Splitter
Ideal for splitting aerial or satellite signals in outdoor settings

The Labgear WBOS2F is a robust 2-way splitter  
encased in a weatherproof installation box, ideal for  
splitting aerial or satellite signals in outdoor settings.  
Featuring a Class A screened design and a durable  
zinc diecast housing, this splitter is built to withstand  
the elements.

Features
•	4-way splitter in a weatherproof installation box, providing  
	 protection and durability in outdoor environments.
•	Class A screened for optimal signal splitting of aerial or  
	 satellite signals.
•	Frequency range of 5-2400Mhz, accommodating a wide  
	 spectrum of signals.
•	Robust zinc diecast housing with F-connections, ensuring secure  
	 and long-lasting performance.
•	Supplied with heavy-duty cable ties for mast fixing or wall  
	 mounting options.
•	Power pass on 1 port in both directions, offering flexibility in  
	 signal distribution setups.

Product Specifications

Number of Inputs 1

Number of Outputs 4

Connector Type F type

Frequency Range 5-2400MHz

Isolation 250-1750MHz >21dB

UHF Insertion Loss 450-1000MHz <5.0dB

SAT Insertion Loss 1750-2400MHz <6.0dB

Housing Material Zinc die cast

Slide Cover Material ABS

Product Information

Part Number WBOS4F

EAN 5050171049648

Units per Pack 1

Packaging Size 10 x 10.5 x 2.5cm

Finished Packaging Weight 136g

Outer Box Qty 80

Outer Size 30 x 46 x 25cm

Outer Gross Weight 11.415kg

Outer Net Weight 11kg


