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Pre-Installation

1. Before installation, ensure there is a power source within
range of the security floodlight.

2. Use the Base Cover Bracket to mark out the holes for drilling
into the wall.

3. Install the motion sensor 6.6ft/2 metres - 10ft/3 metres above
the ground. Motion sensors are less sensitive when installed
outside of these heights.

4. It is important to also factor in direct sunlight, window
glares or reflections, reflections from other sources, large
vegetation or direct street lighting as these can lead to false [l
detection by the security floodlight.

5. Although the security floodlight is weatherproof to an IP65
rating, to the lifespan of the unit it is advised fo install the
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security floodlight in an area that it is not directly exposed to ! ? o -t

extreme weather conditions. i Pt V!
Note: Outdoor ambient temperatures could effect the infrared ‘\\\\ LN (! / ,'I
sensors ability to detect activity. Higher ambient temperatures (RN /' ‘\\ I/,’
could decrease the detection distances slightly and colder AN 70 . ,'/'
temperatures could increase the detection distance slightly. s e L
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Installation
Security Flood Light
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1. Drill two holes into the desired location on the wall and

insert the Wall Plugs (E) into the holes created. @ i
2

. Remove the mounting screws (C) to separate the Base
Cover Bracket and Bracket Seal (F).
3. Attach the Base Cover Bracket to the wall using the Masonry
Screws (D). ensuring the "UP’ indicator is positioned in the
correct orientation.

4. Pull any excess cable through the seal in the Base Cover
Bracket to avoid any crushing/snagging/breaking of the wire
when reatftaching.

5. Aftach the Security floodlight with Camera (A) to the Base
Cover Bracket, ensuring the Backplate Seal (F) is positioned
between the two parts. Secure in place using the Mounting
Screws (C). Use the Screw Cap Covers (B) if desired.

6. Plug the Power Adaptor into a powered Switched Socket.
Note: If you need to or would like to extend the length of the power cable to reach a powered
socket, please consult with an electrician.

The Security floodlight is designed to be 'plug and play’, most installations will require little
to no adjustment and can rely on the default settings.

. Nighttime Mode - The security floodlight has a built-in photocell that will automatically
enable the lights functions at sunset and disable at dawn (there is no need for an
additional Lux setting function)

. Motorised Function - Rotate the LED head towards the motion detection within the 3
sensor zones

*  Sensor Sensitivity - Automatically set to the high setting at a maximum distance of
39.40ft/12 metres

After completing the installation, power the Security floodlight

When the security light is powered. a green LED will flicker on and off for 1 minute to
indicate the warmup process. When ready the green LED will become solid
Once the green light is solid, the Security Light is ready for normal operation

If the calibration process was completed during the daytime, the security light will
automatically go to standby-mode and not be active until affer sunset

If calibration was completed during nighttime - the light will resume normal operation

Light Head Adjustment

Adjust the light head for the
desired light beam angle
with a manual tilt option of 30
degrees.
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Light Head Controls

SW1 Sensitivity Adjustment: Short press SW1 to
adjust the sensitivity of the security flood light.
The LEDs 1-4 above the buttons will indicate the
setting selected.

1 - High 39.40ft/12 metres, 2 - Medium 29.55ft/9
metres,

3 - Low 19.69ft/6 metres.

Press and hold SW1 for 2 seconds to save the
sensitivity choice.

SW2 LED OFF/ON: Switch the LED light off and on during night time.
Press and hold SW2 for 2 seconds to turn the LED off and on.

SW3 Motor Override: Press and hold SW3 for 2 seconds fo centre the LED and will not rotate
during activations. Press and hold SW3 again to allow the light to rotate again.

SW4 Walk Test: To fest the detection of the security floodlight. Press and hold SW4 for 2
seconds, during the test, the LED will illuminate and rotate towards the direction of activity.
After 3 minutes, the security floodlight will reset to Night Time operation.

Care and Cleaning

To prolong the functionality and appearance of the Security floodlight, regularly clean witha
soft damp cloth. Do not use paints, solvents or other chemicals on the light.

Important - Do not spray the Security floodlight directly with a hose or power washer.

Specifications

Detection Method

Passive Infrared Sensor (PIR)

Sensor Range

zone of 210° degrees

Up fo 39.40ft/12 metres across a horizontal

Power Source 100-240V 50/60Hz

Lumens 1700

Weatherproof Rating IP65
Troubleshooting

Problem Possible Cause Solution

The security floodlight does
not move

Security floodlight is blocked by
physical barrier
PIR (Passive Infrared Sensor) is

dirty

Move to a more suitable
location

Clear the obstruction
Clean the PIR sensor

The security floodlight does
not furn on
automatically

Ambient light is too bright
Security camera light is set fo off
in the app

Turn the LED light on in the app

The light does not move and
turn on during daytime

The security floodlight is set to
Nighttime Mode

Push the walk test buttfon SW4
fo test
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@ Disclaimer

Updates to Firmware and/or hardware components are made regularly. Therefore some of the instructions,
specifications and pictures in this documentation may differ slightly from your particular situation. All items
described in this guide are for illustration purposes only and may not apply to your particular situation. No
legal right or entitlements may be obtained from the description made in this manual.

Declaration of conformity

Hereby, Philex Electronic Ltd. declares that the radio equipment: 90115PI Robotic Auto-tracking
Security Floodlight for radio broadcast reception in domestic premises is in compliance with the
Radio Equipment Directive 2014/53/EU. The full text of the EU declaration of conformity is available at
the following internet address: www.philex.com/doc

Technical support
For further information, please contact: www.philex.com/support/

disposed of with household waste. Please recycle where facilities exist.

WEEE symbol. Waste electrical and electronic products should not be ﬁ c UK
Check with your Local Authority or local store for recycling advice. cA

UK Distributor EU Distributor

Philex Electronic Ltd. Philex Electronic Ireland Ltd.
Kingfisher Wharf, London Road, Robwyn House, Corrintra,
Bedford MK42 ONX, Castleblayney, Co. Monaghan,
United Kingdom. A75 YX76, Ireland.
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