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Rotary Isolator 
4 Pole 40A 15kW - IP65

Part Number:
20157PI

The SLx rotary isolator range provides safe and 
reliable electrical isolation for industrial and 
commercial applications. Designed in accordance 
with IEC/EN standards, these 4-pole isolators are 
suitable for switching and isolating resistive and 
inductive loads, including motor circuits. Rated for 
operation up to 690 V AC and housed in a durable 
IP65 enclosure, the isolators offer dependable 
performance in demanding environments.

Key Features
•	Provides safe and reliable power isolation for 

maintenance and emergency shut-off
•	Rated for operation up to 690 V AC
•	Capable of AC-3 and AC-23 motor switching up to the 

stated kW ratings
•	4-pole design for complete disconnection of live 

conductors
•	IP65 weatherproof enclosure, ideal for indoor and 

outdoor use
•	Durable enclosure with UV-resistant and low-smoke, 

halogen-free materials

Technical Specifications

Product Colour White / Yellow / Red

Rated Voltage AC 440V

Main Switch Isolating Voltage 690V

Rated Impulse Withstand Voltage Uimp 8kV

Glow Wire Flammability Rating 850°C

Rated Uninterruptible Current @ Rated 
Operational Voltage 40A

Low Smoke Zero Halogen Yes

UV Resistant Yes

Screw Torque 1.2-1.5 Nm

Max. Cable Size 16mm2

Knockouts (2 Top/2 Bottom) 4x M20/M25

Rated Operational Current

AC-1 Up to 690V 40A

AC-21 Up to 690V 40A

AC-22 Up to 690V 40A

Rated Operational Power @ 230V AC-3 5.5kW

Rated Operational Power @ 400V AC-3 11kW

Rated Operational Power @ 690V AC-3 11kW
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Rated Operational Power @ 230V AC-23 7.5kW

Rated Operational Power @ 400V AC-23 15kW

Rated Operational Power @ 690V AC-23 15kW

IEC 62262 Rating IK 10

IEC 60529 Rating IP 65

Live Conductor Terminal Cable Capacity 
(Single/Multi-strand) 10mm2

Earth Terminal Cable Capacity 
(Single/Multi-strand) 10mm2

Neutral Terminal Cable Capacity 
(Single/Multi-strand) 10mm2

Width/Height 114mm / 175mm

Depth: Box/Switch 100mm / 35mm

Mounting Hole Positions 

a:90mm, b:90mm, 
c: 165mm

Standard Compliance BS EN 60947-1

Barcode 5050171089903

Packaging Dimension 14.2 x 12.1 x 18.1cm

Finished Packaging Weight 728g

Piece in Outer Box 20

Outer Box Dimension 62.5 x 30.5 x 38cm

Outer Box Gross Weight 16.995kg

Outer Box Net Weight 16.1kg


