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Part Number:
27636R25

25m PF100 Premium Screened Satellite 
Coaxial Cable

The 25 m PF100 Premium Screened 
Satellite Coaxial Cable is designed 
for high-quality satellite and TV signal 
transmission. Fully screened with 
an all-copper conductor, copper 
braid, and foil, it delivers low signal 
loss and excellent protection against 
interference, ensuring clear and stable 
performance over longer distances. 
Ideal for connecting satellite dishes, 
TV aerials, and receivers, this premium 
coaxial cable is suitable for both home 
and professional installations.

Product Specifications

Type: PF100

Conductor Material: Bare Copper

Conductor Construction: 1.00mm

Dielectric Material: Foam PE

Dielectric Diameter (mm): 4.6

Foil Screen Material: 17mm Aluminium Foil

Foil Screen Coverage: 100%

Braiding Material: 64*0.12mm Copper

Braiding Coverage: 44.55%

Sheath Material: PVC/PE

Sheath Diameter (mm): 6.55mm

Impendence (Ω): 75±3

Inner Conductor DC 
Resistance (Ω/km): 2.33

Capacitance (pF/m): 66.5

Velocity Ratio (%): 85%

Attenuation 
(dB/100m):

Frequency (MHz) Max(dB/100ft) Max(dB/100m)

5 0.58 1.9

55 1.6 5.25

187 2.85 9.35

300 3.55 11.64

450 4.4 14.43

600 5.1 16.73

750 5.65 18.54

865 6.1 20.07

1000 6.55 21.49

Overall Diameter: 6.55

Min. Bend Radius: 39.30

Temperature Rating: -10°C to +70°C

Packaging Dimension: 19 x 19 x 4.5cm

Packaging Weight: 1.065kg

Piece in Outer: 16

Outer Box Dimension: 38 x 38 x 22 cm

Outer Box Gross 
Weight:: 17.71kg

Outer Net Weight: 17.04kg


