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Part Number:
60059PI

PoE 18W Power Injector 
With AC Single PoE Port

PoE 18W Power Injector, also called a Power 
over Ethernet mid-span device, is a simple 
and flexible power supply solution. A single-
port PoE injector has two RJ45 ports: one 
Ethernet input for connecting to a switch or 
network device, and one PoE output that 
supplies both power and data through a 
single Ethernet cable.

It provides an economical and high-
performance way to deliver power and data 
over one Cat5 cable, making installation 
easy and cost-effective. PoE injectors are 
especially useful for powering devices such 
as HD webcams in areas where separate 
electrical wiring is difficult or impractical.

Features
•	High-speed data transmission up to 
	 10/100/1000Mbps
•	2 x 1000M RJ45 port and 1 x AC input port
•	Fully compatible with standard PoE devices
•	Wide voltage input range of 100-240V for 
	 flexible use
•	Delivers up to 18W PoE output to power 
	 connected devices

Product Specifications

Port Description 2x copper cable RJ45 ports, 1x AC input port

PoE Power Supply End-span: 1/2, 3/6 data line pair (default)

Network Medium 1000BASE-TX: 5Cat and more UTP (≤100 meters)

Thermal Protection >100°C

Performance

Working rate:1000Mbps working rate

Network port protection: meet with 
IEC61000-4-2(ESD)

MTBF: 100,000 hours

LEDs Indicator PoE working status

Power

Total power: 18W

PoE port power: 15.4W

AC input voltage: 100~240V

Output Voltage: 52V

Dimensions/Weight 110x45x33mm / 0.25kg

Working Environment

Operating Temperature: -20°C 55°C , 
Storage Temperature: -20°C 75°C
Working Humidity: 10%~90%, 
non-condensing
Storage Humidity: 10%~95%, 
non-condensing

Standard Compliance CE mark, commercial, FCC Part 15 Class 
B,RoHS

Product Information

Brand Labgear

Barcode 5050171089095

Packaging Dimension 17x14.3x5cm

Packaging Weight 0.35kg

Outer Box Dimension 50.5x37x32cm

Outer Box Gross Weight 14.5kg

Outer Box Net Weight 10kg

Piece in Outer Box 40


