Troubleshooting

Possible Cause Solution

The power is off. Ensure the product is turned on.

The batteries are a combination
of old and new.

The product does

not light. Ensure only new batteries are used.

The batteries are dead.

Replace the batteries.

Specifications

Specifications

Weather resistant IP65 rating

Power 16W

Batteries 4x D-Cell Alkaline 1.5V batteries (not included)

Colour temperature 5000K

Detection range Low - 6m, Medium - 9m, High - 15m

Luminous flux (lumen) | Low - 800Lm, High - 1500Lm

PIR detection angle 240°

Light duration 10 - 20 seconds per activation

Operating temerature | -25°C - 45°C

Usage Scenario Time Per Activation

Brightness (Lumens)

Estimated Battery Life*

Low power mode 800Lm 10 seconds ~327 days (=11 months)

High power mode 1500Lm 20 seconds ~100 days (=3 months)

*Battery life estimates based on an average of 10 activations per day using high-quality batteries.

Disclaimer

Updates fo firmware and/or hardware components are made regularly. Therefore some of the
instructions, specifications and pictures in this documentation may differ slightly from your particular
situation. All items described in this guide are for illustration purposes only and may not apply to your
particular situation.

No legal right or entitlements may be obtained from the description made in this manual.

Technical Support

Waste electrical and electronic products should not UK
For further help, advice, information visit www.philex.com/support

be disposed of with household waste. Please recycle Cn
where facilities exist. Check with your local authority
for recycling advice.

Distributed By: A
Philex Electronic Ltd., Philex Electronic Ireland Lid., Ea
Kingfisher Wharf, Robwyn House, Corrintra,
London Road, Bedford,  Castleblayney, Co. Monaghan,
MK42 ONX, UK A75 YX76, Ireland.

EU Distributor:

PAP

© Philex Electronic Ltd 2025. V1.1 www.philex.com

www.philex.com

Auto Tracking Security Light
Battery Powered

90132PI & 90133PI
User Guide

A\ Safety Advice and Warnings
Important safety information. Please read these instructions carefully.
This product is designed for outdoor use and should be installed outside on a wall.

Do not undertake work outdoors at height unless you are competent in the use of ladders.
Observe appropriate safety precautions and follow the manufacturers instructions.

Before starting installation check that the structure of the mounting point is sound and will support the full
weight of the security light.

Do not mount the unit on or near flammable surfaces

The motion detector will not operate correctly if it is installed:

+ Near the outlet of a central heating boiler « Near an air conditioning unit

« Pointing diirectly at moving vehicles « Within sight of reflection from moving water
» Where other lamps could shine on the sensor

Take care not to drill info any pipes or mains cables when installing the wall mount.
Never put anything on the security light, or hang anything from any part of this product.
Do not immerse any of the components in liquid.

Never look directly into the LED light when it is illuminated. If the floodlight has recently been in use, allow it
o cool before before touching the LED housing.

Do not remove the LED light protective covering.
When replacing the battery, do not use old batteries. Do not mix old and new batteries.

This product uses batteries, both product and batteries should be disposed of appropriately.

Do not discard to unsorted household waste at the end of their life cycles; fake them to a collection
centre for the recycling of electrical equipment and batteries. Please check with your local authority
for recycling advice.

To prevent serious injury or death, never allow children or pets near the batteries. If a battery is
swallowed, seek immediate medical attention.

This kit contains smaill parts - keep out of reach of children.



Box Contents

1x Auto Tracking Security Light - Battery Powered (batteries not included)
1x Mounting Kit (1x Wall Plate, 3x Wall Plugs, 3x Screws)
1x User Guide

1. Controls & Features
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\_;4 Infrared Motion Sensor

@ Light Brightness & OFF
o Sensor Distance
© Light Duration

2. Function Controls

@ MODE: Cycle between high brightness (1500Lm), low brightness (800Lm) and OFF.
@ SENS: Cycle between the sensor ranges - low (L) is 6m, medium (M) is 9m, and high (H) is 15m.

© TIME: Cycle between activation time periods: 10 seconds, 20 seconds and test. Test is not controlled
by the infrared sensor.

3. Care and Maintenance

To ensure optimal performance clean the light with a damp cotton cloth regularly.
Check periodically for wear and tear.
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4. Installation Steps

O Remove battery cover. Insert 4 D-Cell 1.5V batteries. Replace battery cover.
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@ Place light onto wall mount.
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5. Replacing Batteries

O Remove the battery cover.
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@ Put the new batteries in.
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© Remove the old batteries.

@ Put the battery cover back on.
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@ Place light onto wall mount.
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