Troubleshooting

Problem Possible Cause Solution

Check the floodlight is switched on

Thie e s @i and the mains socket is powered.

The floodlight doesn’t
swich on at night

There is a break in the wiring. Ask an electrician to check the wiring

Power failure has stalled the
motor fracking function.

The LED light head
doesn’t move.

Switch of mains power socket for 10
secs the floodlight will recalibrate

The light does not The floodlight is set in Night

move in the Day Time. | mode. Push the TEST key to test the fixture.

Specifications

Specifications

Weather resistant IP65 rating

Power Input 100-240V~50/60Hz, 0.5A
Power 24W maximum
Colour temperature 5000K

Detection range Low - 6m, Medium - 9m, High - 15m

Brightness (lumens) 2,000Im

PIR detection angle 240°

Light duration 10 - 20 seconds per activation

Operating temerature | -25°C - 45°C

Care and Maintenance

To ensure optimal performance clean the light with a damp cotton cloth regularly.
Check periodically for wear and tear.

Disclaimer

Updates to firmware and/or hardware components are made regularly. Therefore some of the
instructions, specifications and pictures in this documentation may differ slightly from your particular
situation. All items described in this guide are for illustration purposes only and may not apply to your
particular situation.

No legal right or entitlements may be obtained from the description made in this manual.

Technical Support
For further help, advice, information visit www.philex.com/support
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A Safety Advice and Warnings
Important safety information. Please read these instructions carefully.

Connections and cabling to the domestic mains supply should be installed by a qualified electrician. Before
making any connections to the mains, the electricity should be switched off at the consumer unit or mains.
All wiring must conform to BS7671 IET UK wiring regulations. If in doubt consult a qualified electrician.

Do not undertake work outdoors at height unless you are competent in the use of ladders.
Observe appropriate safety precautions and follow the manufacturers instructions.

Before starting installation check that the structure of the mounting point is sound and will support the full
weight of the security light.

Do not mount the unit on or near ammable surfaces

The motion detfector will not operate correctly if it is installed:

« Near the outlet of a central heating boiler « Near an air conditioning unit

« Pointing directly at moving vehicles « Within sight of reflection from moving water
» Where other lamps could shine on the sensor

Take care noft to drill info any pipes or mains cables when installing the wall mount.
Never put anything on the security light, or hang anything from any part of this product.
Do not immerse any of the components in liquid.

Never look directly info the LED light when it is illuminated. If the floodlight has recently been in use, allow it
fo cool before before touching the LED housing.

Do not remove the LED light protective covering.

This product should be disposed of appropriately at the end of it’s life cycle. Do not discard to unsorted
household waste take them to a collection centre for the recycling of electrical equipment. Check with
your local authority for recycling advice.

This kit contains smaill parts - keep out of reach of children.
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A. Pre-Installation

1. Before installation, ensure there is a power source within range of the security floodlight preferably a 3 pin
13A switched mains socket. You will need fo buy or ask a qualified electrician to prepare a 13A plug
connected fo a suitable flex long enough to reach from the mains socket fo your security light's position.

2. Remove the mounting screws (C) to separate the Base Cover Bracket and Bracket Seal (F).

3. Use the Base Cover Bracket (H) to mark out the positions for holes for drilling info the wall for the walll
plugs (E) and the Cable Entry Hole (G).

4. The security light should be installed so that the motion sensor is positioned 2m/6.6ft - 3m/10ft above
the ground. Motion sensors are less sensitive when installed outside of this height range.

5. The floodlight has 3 independent motion sensor zones. Each sensor zone is 80° and the total sensor
coverage area is 240° degrees.The detection distance per zone is 156m/49.2ft plus.

6. When positioning your floodlight it is also important fo factor in direct sunlight, window glare and
reflections, reflections from other sources, large vegetation or direct street lighting as these can lead fo
false detection by the security floodlight.

7. Although the security floodlight is weatherproof to an IP65 rating, fo maximise the lifespan of the
unit it is advisable to install the security floodlight in an area that it is not directly exposed fo extreme
weather conditions.

Note: Outdoor ambient temperatures can effect the infrared sensors ability to detect activity. Higher
ambient temperatures could decrease the detection distances slightly and colder temperatures could
increase the detection distance slightly.

B. Installing the Light

1. Drill the holes marked during Pre-Installation for Wall Plugs (E) and insert them into the holes created.
At the same time drill the Cable Entry Hole (G).

2. Attach the Base Cover Bracket to the wall using the Masonry Screws (D), ensuring the 'UP’ indicator is
positioned in the correct orientation.

3. Thread the mains cable through the the Cable Entry Hole (G) and then through Base Cover Bracket (H)
and the cable clamp and connect to the lights cable via the connector block (Blue wire to Blue wire
and Brown wire to Brown wire), (see Fig 5).Tighten the cable clamp. (

4. Pull any excess cable back through the seal in the Base Cover Bracket (H) to avoid crushing/snagging/
breaking the wire when reatftaching.

5. Attach the Security floodlight with Camera (A) to the Base Cover Bracket, ensuring the Backplate Seal
(F) is positioned between the two parts. Secure in place using the Mounting Screws (C). Use the Screw
Cap Covers (B) if desired.

6. Plug the 13A plug connected to the security light fo a powered Switched Socket (see Fig 5).

Note: It is recommended that you apply a sealant between the base cover bracket and the wall to
prevent any water entry.

C. Operation and Settings

The security floodlight is designed to be ‘plug and play’, most installations will require little to no
adjustment and can rely on the default settings.

* Nighttime Mode - The security floodlight has a built-in photocell that will automatically enable the
light fo start functioning at sunset and switch off at dawn (no additional Lux setting is required)

* Motorised Function - Rotates the LED head to frack any motion detected within the 3 sensor zones
« Sensor Sensitivity - Automatically sets to the high setting at a maximum distance of 12m/39.40ft.
After completing the installation, power On the Security floodlight

* When the security light is powered ON, a green LED (in the sensor housing will flash on/off for T minute
to indicate that the warmup process is in progress. Once the process is finished the LED will stay on.

+ Once the green light is solid, the security light is ready for normal operation.

« If the calibration process is started during the daytime, the security light will automatically go to
standby-mode and will not be active again until after sunset.

« If calibration is started during nighttime hours - the light will start normal operation.
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D. Controls & Features
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Default Settings

The default setting is: Night Time Operation Mode: The LED light will turn on for 3 minutes when a sensor
detects motion. 3 minutes after movement stops the LED light will switch off and automatically rotate to
the center position ready to respond to the next sensor detection.

Optional Settings

@ SENS: Sensitivty/Distance Press and release the SENS key to start setting sensitivity.
The LEDs @) above the keys indicate the setting selected.
H - High 15m/49ft. M Medium 9m/29.5ft. L - Low 6m/19.7ft.
Press and hold the key for 2 seconds to confirm and save the sensitivity selection.

© LIGHT OFF/ON: Switches the LED Light off and on during the NighiThis function setting is only active
during Night time. Press and hold the key for 2 seconds and the LED will switch off .
To switch the LED back on push and hold again for 2 seconds.

O Rotate OFF/ON: Motor Override should you want fo use the fixture LED light in a fixed central position
This setting will be active during the Night. Press the key for 2 seconds, the LED head will centre itself
and will not rotate when the sensors are activated. To go back to auto rotation default setting press
and release the key.

@ Test: This key lets you perform a walking test during a daytime installation. Press and hold the key
for 2 seconds - The LED will switch on and the head will rotate and follow detected movement.
After 3 minutes of testing the floodlight will reset to Night Time operation only.

To make further walking tests press again for 2 seconds.
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E. Light Head Adjustment

Adjust the filt angle of the light head fo illuminate
the areas you want to view at Night.
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