Auto Tracking Security Light

Mains Powered

Part Number:
90136PI

Motion-activated LED lighting designed to protect your home

The SLx auto-tracking security light is a
motorised, motion tfracking, patented
technology. The robotic lighthead
automatically rotates 240° to detect
and frack movement until it leaves the

property.

Features & Benefits

* LED Light source 2000 lumens

* Large detection range of 15m from
your property

* Tri-directional auto tracking light spanning 240°
giving you mass coverage around your property

¢ |[P65 rating to ensure it withstands all
weather conditions

* Easy o set up and use straight away

Technical Specifications

Part Number 90136PI
Fixture Settings

Type Mains powered floodlight

Input Voltage 100-240V~50/60Hz

Power Consumption 24W Detection Method
Lumen Brightness 2000Im+

Sensor Detection 240°

Coverage Functions

High: 15m/49.2ft, Medium: 9m/ 29.55ft,

Sensor Detection Distance Low: 6m/19.69f

Light On-Time Per Product Specifications

Detection 3 minutes

Barcode
Colour Rendering Index >80
= - Units per Pack

Colour Temperature (CCT) 5000K Packaging Size

Built-in Photocell Yes, for dusk-to-dawn operation Finished Packaging Weight

IP ROITIng IP65 (su“qble for wet IOCCliions) Outer Box ny
O ting T i -25°C o +45°C
perating Temperature + Outer Size
. . Aluminium and UL grade PC
Fixture Material (polycarbonate) Outer Gross Weight
Fixture Colour Options White / Black Outer Net Weight
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Motion sensor sensitivity adjustable:
High / Medium / Low - Walk Test: For
testing after installation - Rotation
Override: Keeps lamp head static
during motion detection

Passive Infrared Sensor (PIR)

Motion-activated motorised light
head rotates 240° to track movement,
remains on for 3 minutes after last
detection,

then auto-centres and enters standby
mode
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28 x 12.5 x 19.5cm
1.159kg

4

40.5 x 37 x 29.5cm
5.33kg

4.636kg
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