Auto Tracking Security Light with T
Wi-Fi Camera - Mains Powered

Motion-activated LED lighting with Wi-Fi Camera
designed to profect your home

The SLx auto-tracking security light features a

built-in 1080p HD Wi-Fi camera and patented
motorised motion-tracking technology. The robotic
lighthead automatically rotates up to 240° to detect
and tfrack movement until it leaves the property.

Features & Benefits

* LED Light source 2000 lumens
* Large detection range of 16m from your property

* Tri-directional auto tracking light spanning 240° giving you mass
coverage around your property

* Built-in 1080p HD camera delivering 2 megapixel image clarity

* Integrated infrared (IR) illumination enhances visibility and image
quality at night

¢ |P65 rating to ensure it withstands all weather conditions
* Easy o set up and use straight away

Technical Specifications Fhcuie Msiais]

Part Number 90139PI
Fixture Colour Options
Type Floodlight with Wi-Fi camera
Input Voltage 240V / 50Hz (UK & Europe)
POWer Consumpﬂon 24W Fixfure Seﬂ'ings
Lumen Brightness 2000Im+

Sensor Detection o
240 .
Coverage Detection Method

High: 15m/49.2ft, Medium: Energy Efficiency Class

Sensor Detection Distance 9m/ 29.55f, Low: 6m/19.69f

Weather Resistance

Connectivity Wi-Fi

Camera Resolution 1080p HD, 2MP

Storage 32GB SD card (included) Functions

App Connectivity Tuya Smart

Communication 2 Way audio

ngg;—;lme Per 3 minutes Product Specifications
ColourRendering Index g0 Barcode

(CRD - Units per Pack

Colour Temperature (CCT) 5000K Packaging Size

Built-in Photocell Yes, for dusk-to-dawn operation Finished Packaging Weight
Battery Power Low LED blinks at 20% remaining Outer Box Qty

Indicator battery life Outer Size

IP Rating IP65 (suitable for wet locations) Outer Gross Weight
Operating Temperature -25°C to +45°C Outer Net Weight

Distributed By

@'LGX . 01234 26 37 37 sales@philex.com

Aluminium and UL grade PC
(polycarbonate)

White / Black

Motion sensor sensitivity adjustable:
High / Medium / Low - Walk Test: For
testing after installation - Rotation
Override: Keeps lamp head static
during motion detection

Passive Infrared Sensor (PIR)
A
IP65

Motion-activated motorised light
head with built-in 1080p HD

Wi-Fi camera rotates 240° to track
movement, remains on for 3 minutes
after the last detection, then auto-
centres and enters standby mode.
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28 x 19.5 x 18cm
1.3kg

4

40.5 x 29.5 x 37.8cm
5.95kg

5.2kg
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