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8m 11kW EV Charging 
Cable Reel

Part Number:
90189PI

Features & Benefits 
The EV Charging Cable Reel provides 
a practical, space-saving solution for 
managing Type 2 charging cables at home 
or in light commercial environments. 

Designed for 11 kW, 3-phase charging, it 
features a robust polypropylene housing, 
smooth automatic rewind system, and 180° 
swivel wall bracket for easy access from any 
parking position.

Built-in over-current and over-temperature 
protection ensure safe, reliable everyday 
use indoors or outdoors.

Electrical Specifications

Rated Voltage 400 V AC

Rated Current 16A (3-phase)

Rated Power Output 11kW

Frequency 50 / 60 Hz

Charging Mode Mode 3

Phases 3-phase

Protection Over-current protection; 
Over-temperature protection

Cable Specifications

Cable Construction 5G2.5 mm² + 1 × 0.75 mm²

Conductor Material Copper

Insulation EV-grade thermoplastic elastomer

Outer Jacket EV-rated, abrasion resistant

Rated Temperature −30 °C to +50 °C

Product Overview

Product Type EV Charging Cable Reel

Charging Mode Mode 3 (AC EV Charging)

Intended Use Wall-mounted EV charging cable 
management & connection

Application Residential / Light Commercial

Connector Type Type 2 to Type 2 (IEC 62196-2)

Mounting Type Wall-mounted with swivel bracket

Power Supply Input 110-240V~50/60Hz

Cable Length & Reel System

Total Cable Length 10m (8m main cable + 2m lead)

Retraction System Spring-loaded automatic reel

Stop Positions Adjustable stops approx. 
every 500mm

Locking Mechanism Step-locking cable reel

Cable Exit Smooth guided roller outlet
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Environmental Protection

Ingress Protection IP44

Operating Temperature −25 °C to +50 °C

UV Resistance Suitable for outdoor installation

Installation Location Indoor / Outdoor

Safety & Protection Features

Over-Current Protection Built-in

Over-Temperature 
Protection Built-in thermal monitoring

Cable Strain Relief Integrated

Electrical Insulation Double insulated construction

Emergency Release Automatic recoil stop system

Compliance

BS EN 50620 : 2017 + A1 Electric cables. Charging cables for 
electric vehicles

BS EN 62893-3 : 2017

BS IEC 62893-3 IEC 62893-3 ED1: 
Charging cables for electric vehicles. 
- Part 3: Cables for AC charging 
according to modes 
1, 2 and 3 of IEC 61851-1

BS EN 61242: 1997 + A1 Electrical accessories. Cable reels for 
household and similar purposes

Box Size and Weight

Dimensions: L37cm x H27cm x W35cm

GW 7.245Kg

Mounting & Installation

Mounting Method Wall-mounted

Mounting Type Wall-mounted with swivel bracket

Bracket Type Swivel wall bracket

Rotation Angle 180° swivel

Installation Orientation Horizontal

Fixing Hardware Included

Connector Details

Connector Standard IEC 62196-2 Type 2

Connector Configuration Type 2 (EVSE) → Type 2 (Vehicle)

Rated Current 16A

Rated Voltage 400V AC

Protection Rating IP44

Grip Design Ergonomic EV plug handle

Housing & Mechanical Characteristics

Housing Material Engineering-grade PP (Polypropylene)

Colour Light Grey

Impact Resistance High (industrial-grade plastic housing)

Reel Diameter 38cm

Cable Management Integrated cable rewind system


