Flush Mount 7 Day

Electronic Timer
TS: AE640 User Guide

P/N 20152PI

Specifications
Supply voltage:
Rating (Resistive):
Inductive Load Rating:

230V~50Hz, 16A
T16A/3680W
3A

Warnings
Connections and cabling to the mains
should be installed by a qualified electrician.
Switch off electricity at the consumer unit
or mains before starting any wiring.
All wiring must conform to BS7671 IET UK
wiring regulations.
Ensure that the cable used is suitable for
the appliance load, and complies to
current standards
Wiring
Before making connections the electricity
must be switched off at the consumer
unit or mains.
. Separate the Timer module from

the terminal block bracket by

removing the 2 front screws.
. Fix the bracket to a single gang

back box with a minimum depth

of 26mm (not included).
. Connect the Live supply wire

(Brown or Red) into L IN Terminal

and the appliance’s Live wire to

the L OUT Terminal
4. Connect both the appliance and

supply Neutral (Blue or Black)
wires into the common N Terminal.
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Setting the Time

First set the current time:

1.1 Press CLOCK & HOUR keys
tfogether to set the current hour.

1.2 Press CLOCK & MIN keys tfogether
o set the current minute.

1.3 Press CLOCK & WEEK keys tfogether
to set the current day.

Switch operations: 24 hour/7 Day-

8 On/off per day

When the Timer is used for an immersion
heater the Timer should be positioned
between a switched spur unit or isolating
switch and the immersion heater.

For indoor use only.

Do not use with any appliance with a
rating that exceeds the timer's capacity.
To clean wipe with a clean dry cloth.

Connection Terminals

C)

Press and hold the HOUR & MIN keys
together the clock will switch between
British Summer Time (daylight saving
time) and GMT - the clock wil advance
one hour or decrease one hour each
time this key sequence is used. When the
clock is set to British Summer Time the ©®
symbol will be shown in the display.
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Programming the Timer

4.1 Press PROG tfo enfer the sefting mode,
display shows 1 ON fo set the unit ON
time

4.2 Press HOUR to adjust the hours

4.3 Press MIN fo adjust the minutes

4.4 Press WEEK to select the day or
day combinations available

Apart from individual days of the week
there are also daily combinations that
can be set.

By pressing the WEEK key the following
options will be displayed:

* Monday fo Sunday.

« Individual week day, press to scroll fo
required day

* Monday fo Friday (only after the above
has scrolled past Sunday)

« Saturday to Sunday

* Monday fo Saturday

* Monday + Wednesday + Friday

* Tuesday + Thursday+ Saturday .

* Monday +Tuesday + Wednesday .

* Thursday + Friday + Saturday

Pressing WEEK again ensures there will be

no daily operation

Once the WEEK options are selected:

4.5 Press PROG again to set the OFF time,
display shows 1 OFF.

4.6 Repeat steps 4.2 to 4.4 to select time
and day for the unit to switch OFF
(day or day combinations must be
the same as program ON)

4.7 Press PROG again to set the second
ON/OFF times and so on.

There are 8 on/off settings that can be

made per day.

Technical Support

For further help, advice and information
visit www.philex.com/support

UK Distributor: Philex Electronic Ltd.,
Kingfisher Wharf, London Road,

Bedford, MK42 ONX, UK.

EU Distributor:

Philex Electronic Ireland Ltd.,

Robwyn House, Corrintra, Castleblayney,
Co. Monaghan, A75 YX76, Ireland.
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During programming mode, press R to
cancel the setting entered, press R again
to go back to the previous set time.

Press the CLOCK key to exit programming
mode.

Manual Override:

2.1 Press ONJAUTO/OFF key.

2.2 Select ON, timer is permanently ON.
2.3 Select AUTO, timer wil be switched on/
off during the preset times.

2.4 Select OFF, timer is permanently OFF.

Random Security Function:
This allows the preset ON/OFF timing
to be extended from 2 to 32 minutes
randomly:
3.1Press WEEK & HOUR keys together,

the O symbol will show on the right.
3.2To turn off this feature simply press

the WEEK & HOUR keys together again

Please Note:

Before use it is recommended that the
unit is plugged-in/connected to the
mains power for 2 to 3 hours to ensure
the internal memory back up battery is
charged sufficiently for use.

Wasste electrical and electronic
products should not be disposed
of with household waste.

Please recycle where facilities exist.
Check with your local authority for
recycling advice.
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