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Part Number:
50104PI

RJ45 CAT 8 �Ethernet Patch Lead 
1m - White

Elevate your network performance with 
Labgear Cat8 Patch Leads. These RJ45 
patch leads are designed to meet the 
increasing demand for bandwidth and 
speed, featuring a larger copper cross-
section for efficient power transmission.

Features

•	Supports 2GHz bandwidth and 
	 40Gbps high speed data transmission
•	LSZH, 30AWG CAT8 cable
•	Conforms to ANSI/TIA-568-C.2 and 
	 ISO/IEC 1801 standard

Product Specifications

Cable Type S/FTP

Cable Category CAT 8

Cable Length (m) 1m

Outer Sheath Colour White

Strain Relief Boot Colour White

Type of Connector RJ45

Type of Connector (another side) RJ45

Strain Relief Boot Moulded

Cable Construction 1X8%

AWG-Size 30AWG

Cable Sleeve 2.5 x 7.5mm

Insulation Resistance 300V 5MΩ

Applicable Standard EIA/TIA  568B

Installation Temperature Range -10-750C

Operating Temperature Range -10-750C

Storage Temperature Range 0-300C

Product Information

EAN 5050171090541

Units Per Pack 1

Packaging Dimensions 20 x 2 x 14 cm

Finished Packaging Weight 50g

Outer Box Qty 200

Outer Box Dimensions 39 x 26 x 33cm

Outer Box Gross Weight 10.4kg

Outer Box Net Weight 10kg


